IN 



THE UNITED STATES PATENT AND TRADEMARK OFFICE 



In re Patent Application off 



CANNON 



/ rra « « ~ o\ Group Art Unit: unknown 
FEB 1 2 200J o. 



pJ Examiner: unknown 
Filed: January 18, 2001 v %!*^ Attorney Docket No.: 20-146 



Serial No.: 09/761,774 
Filed: January 18, 2001 
title: BLUETOOTH CONNECTION QUALITY INDICATOR 



February 12, 2001 

SUBMISSION OF FORMAL D RAWINGS 

Director of US Patent and'frademark Office 
Washington, DC 20231 

Sir: 

Please accept the herewith 6 sheets of formal drawings on A4 size 
paper of Figures 1 through 6, which are in lieu of the informal drawings filedj 
earlier., 

] 

Respectfully submitted, j 



V 




William H. Bollman 
Reg. No. 36,457 



\ 



Manelli Denison & Setter PLLC 

2000 M Street, NW 
7 th Floor 

Washington, DC 20036 
TEL. (202) 261-1020 
FAX. (202) 887-0336 



CANNON 115-104 



1/6. 



FIG. 1 
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FIG. 2A 
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FIG. 3A 
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FIG. 4 
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: FIG. 6 
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